19980910.ba v02_n209.bam.980910 v02_n210.bam.980910 v02_n211.bam.980910 


>From ???@??? Thu Sep 10 11:47:13 1998 

Message-Id: <199809101049.FAAQ5856@sco.theporch. com> 
Date: Thu, 10 Sep 1998 05:48:11 CDT 

Subject: BOATANCHORS digest 2209 


BOATANCHORS Digest 2209 
Topics covered in this issue include: 


1) SP600 AGC trouble. 
by gcr2@po.CWRU.Edu (George C. Rybicki) 
2) F. Jones QSO'd LuLu, '‘IDZ 
by mnhopkins@juno.com (Michael N Hopkins) 
3) Re: SP600 AGC trouble. 
by "Arden Allen" <gumbear@pacbell.net> 
4) ADMINISTRIVIA: No More Reposts 
by listown@jackatak.theporch.com (Mail List Owner) 
5) I've been gone.... 
by "Roberta J. Barmore" <rbarmore@indy.net> 
6) Re: Heathquit capacitor checker design thoughts? 
by "Benjamin D. Hall" <kd5byb@WT.NET> 
7) (no subject) 
by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
8) Re: Heathquit capacitor checker design thoughts? 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
9) TMC URA-28 
by cswiger <cswiger@wilma.widomaker.com> 
10) Precision Capacitors 
by "Arden Allen" <gumbear@pacbell.net> 
11) More or precision capacitors 
by Scott Robinson <spr@earthlink.net> 
12) Hallicrafters Model S-76 
by CLubisich@aol.com 
13) Re: WTB: R-389 
by luc dugas <collins2@globetrotter.net> 
14) air museum 
by luc dugas <collins2@globetrotter.net> 
15) Re: WTB: Racal Parts 
by luc dugas <collins2@globetrotter.net> 
16) TV-7D tube tester a good one?? 
by zeitler@ibm.net 
17) Re: TV-7D tube tester a good one?? 
by "Arden Allen" <gumbear@pacbell.net> 
18) RE: Heathquit (?) cap checkers 
by n6nae@ix.netcom.com (Richard Humphrey) 
19) Another mystery Tube Question 


by "Wallace Gibbons" <rockwall@tcsourceone.com> 
20) Amp Connectors 
by Glenn Finerman <glennfin@mjet.com> 
21) FS: I-106 VHF Field Strength Meters 
by David Stinson <arc5@ix.netcom.com> 
22) RE: "audiophooles",Thnx-4-0 
by "Steve" <scb@mail.internettport.net> 
23) Go see! 
by David Stinson <arc5@ix.netcom.com> 
24) Re: Radios of the Kon Tiki 
by Kargokult@aol.com 
25) Re: Fil Xf£mr 
by "Don L. Davis" <dxguy@earthlink.net> 
26) Update : Radios of the Kon Tiki 
by "Ragnar Otterstad" <otterstad@inet.uni2.dk> 


Message-Id: <199809091226.IAA07688@owl.INS.CWRU.Edu> 
Date: Wed, 9 Sep 1998 08:26:52 -0400 (EDT) 

From: gcr2@po.CWRU.Edu (George C. Rybicki) 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: SP600 AGC trouble. 


I am lucky enough to have two sp600's, a JX that was built with vitamins Q's 
and works like the day it was made, and a JX-14 that was buit with black 
plastics. I replaced every tubular cap in the set, even in the turret, 

IF cans, conversion oscillator and RF deck. I also replaced all the 

mica coupling and bypassing caps in the AGC and audio section. All 

the Resistors in the AGC and RF/IF amp circuits are within tolerance. 

The voltages look about right also. Just the same, the audio is distorted 

on strong signals, but sounds fine if you reduce the RF gain and increase the 
audio gain. I tried different tubes in the RF/AF/IF and detectors but 

I cant seem to clear this problem. Any suggestions? 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Wed, 9 Sep 1998 09:53:43 -0700 

Subject: F. Jones QSO'd LuLu, 'IDZ 

Message-ID: <19980909.095537.-187289.2.MNHopkins@juno. com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: mnhopkins@juno.com (Michael N Hopkins) 


Li'L LuLu actually lived. That is the conclusion from study of Frank 
Jones' (W6AJF) QSL cards for the period 1956-58 6M contacts. 


We learn on the first of December, 1956, Frank talked to K2HZN who was 


running "(4W) L'il LuLu TX, Hallicrafters S-106 RX." On the 30th, he 
worked K2PCG who used his Little LuLu 6M VFO Transmitter to drive a pair 
of 6146s and listended, get this, on a "2!DZ converter." That last is 
important in that W2IDZ was the call of Ed Ladd of Bell Labs in Whippany 
NJ. The Ham club there was the birthpalce of the L'I1l LuLu TX. Later he 
offered the device commercially and, also, 5 or 6 of the ultra rare RXs. 
The reference "'2IDZ converter, " almost certainally refers to a 20-6M 
tuner that had output on 7.4 mc. Only one of those has been found. 


Followers of Ed Ladd and holders of L'il LuLus will want to join the 
L'il LuLu Registry and mailing list. Send me a note. 


73 de ab5L, michael in Dallas, student of Six Meters' Golden Age, 
1957-58, 

and two of its jewels: Tecraft and International Crystal ham products. 
Michael N. Hopkins 

Box 226841 

Dallas, TX 75222 MNHopkins@Juno.com 


We got our TV set in '53, after everyone else, but I will never forget 
the first night's programs. Jimmy Durante, Texaco Show and these guys: 


(George Stevens:) "Holy Mackeral there Andy, looks like Michael Hopkins 
has a new e-mail address." 


(Andy Brown) "Naw, Kingfish, it look like the same old address to me," 


(Kingfish) "But look here, Andy, where it used to say MNHopkins@AOL.com 
now it say MNHopkins@JUNO.com." 


(Andy) "Well whatcha know, it sure is different. You'd think a little 
thing like that wouldn't make much difference." 


(Kingfish) "I tells you , Andy, its just like lawyer Algonklin J. 
Calhoon always says: ‘The Devils is in the details.'" 


You don't need to buy Internet access to use free Internet e-mail. 
Get completely free e-mail from Juno at http://www. juno.com 
Or call Juno at (800) 654-JUNO [654-5866] 


Message-Id: <199809091522.TAA15303@mail-gw.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: SP600 AGC trouble. 

Date: Wed, 9 Sep 1998 08:24:16 -0700 


MIME-Version: 1.0 
Content-Type: text/plain; charset=ISO-8859-1 
Content-Transfer-Encoding: 7bit 


Hi George; 


I am NOT the expert on SP600's, I just have one which is beloved. 
Distortion is caused by overdriving some stage, probably a later IF stage. 
Does your 'scope show the distortion at the output of the detector? On the 
plate of the detector driver tube (6BA6)? Hammarlund employed the 6BA6 
ddetector driver as a soft amplitude limiter (helps cut down on headphone 
fatigue). Slightly mushy sounding audio is normal for SP600's set up that 
way, the same as my JX-26. I replaced the 6BA6 with a 6AU6 with the grid 
returned to ground and an unbypassed 360 ohm cathode bias 


resistor...... distortion gone. Other possible causes? Something goofed up 
in the alignment..... re-do it carefully. Problem wih AGC voltage 
development,...... compare AGC voltages for known signal levels with your 


good working ‘600. Hope there's a lead here for you. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-Id: <199809091615.LAA13039@jackatak.theporch. com> 
From: listown@jackatak.theporch.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: No More Reposts 

Date: Wed, 9 Sep 98 11:15:01 CDT 


Gang- 


This is a reminder that reposting of For Sale or Wanted items from 
other lists is discouraged.... nay prohibited on the BoatAnchors list. 


If a BA list member wants to post the item elsewhere and on the BA list, 
that should create NO problem. 


The problem comes when the poster in the other venue is not asked about 
the re-post... without the permission of the poster, problems are 
guaranteed, and I do not have the time, the energy, or the desire 

to address and deal with the headaches that re-posting causes... 


So, henceforth, let's have NO re-posts from other sources referred to 
the list. Yes, I know this may sound pretty provincial, but those who 
really care have browsers and know where to look, and those who don't, 
probably don't.... 


I do NOT need the aggravation of someone who posts to a newsgroup and 
then has to fight off the hungry folks from the BA list who want to 


rearrange his viewpoint or calibrate his selling technique. 


ENOUGH! Already... Just don't do it! 


73 
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Wed Sep 9 11:15:01 CDT 1998 


Date: Wed, 9 Sep 1998 11:41:27 -0500 (EST) 

From: "Roberta J. Barmore" <rbarmore@indy.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: I've been gone.... 

Message-ID: <Pine.SUN.3.96.980909112334 .25546A-100000@indy2> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Hi! 

I'm not entirely sure I am still on either of these lists. A 
much-overdue vacation turned into a real mess when the sinus bug I'd been 
dodging for over a month came to collect: less than one day into the 
already-shortened vacation, I was pretty much flat on my back, with 
serious headaches (how bad? Too bad to sleep, sheesh, ten minutes at a 
stretch max), dizziness, and all the usual nastiness. 

The e-mail folder was already bulging and hit my provider's limit 
during the worst of the illness. xThat*x got things into a state where I 
couldn't even open up the mail reader when I was finally able to log on! 
(Umm, I don't read e-mail like most of y'all--the software, storage, etc. 
is in the provider's machines and at my end, the computer just plays like 
a dumb terminal. Thus the glitch, the price of using ancient hardware at 
home) . 

So the account has probably been handing out huge strings of bounce 
messages since 2 Sept or so. If anyone sent private e-mail in that time, 
I didn't get it. 

I'm still not 100% but will probably be back at work tomorrow--the doc 
wants me to take one more day but things are piling up on that front. 
It'll be hard to not go charging up ladders, etc. but there's plenty of 
desk-work to get done. 

With any luck, further e-mail glitchies will not occur. I'm not going 
to be very physically active for awhile yet, which should leave some time 
to keep caught up. 

Very annoying to be home and not be able to x*do*x anything, not even get 
on the air. Could barely string words together for several days, working 
a key would've been impossible. Hmpf. 


73, 
- -Bobbi 


KB9GKX "RJ" rbarmore@indy.net Roberta J. (Bobbi) Barmore 
FISTS #3388 * G-QRP #10001 * ARRL * RSGB x WIA 
Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys 


Message-Id: <3.0.32.19980909121807 .007bd3£0@mail.wt.net> 
Date: Wed, 09 Sep 1998 12:18:11 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Benjamin D. Hall" <kd5byb@WT.NET> 

Subject: Re: Heathquit capacitor checker design thoughts? 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


3. Just how many surplus tubes did Heath buy? My unit seems to be a 
late model capacitor checker (it has a cream coloured front panel like 
my IM28 VTVM) that must put it in the 60's, no? I bought my VTVM 
some time in the early 70's. 


VV VV 


Hi Richard and list! Very interesting about the front panel color. My C3 
has a dark gray front panel, like the few other C3's that I've seen. 


Is it safe to say that if the front panel is cream, it is a later model? 
Anyone know? 


Mine is also in need of attention. It does a pretty good job showing me 
which caps are leaky, but the capacitance measuring feature has slowly 
drifted out to lunch in the year (?) I've owned it. I'm betting resistors 
or caps. 


Anyways, it is a neat little unit! 
Going to be interesting finding "precision" replacement paper caps! =;) 


Thanks and 73, 

Ben 

Benjamin D. Hall, KD5BYB, Engine and radio collector / operator. 
Located in Houston, Texas, USA. 

e-mail: kd5byb@WT.net, web: x*xxdown for refurbishment*xxx 

"An ye harm none, do what ye will." 


MIME-Version: 1.0 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Date: Wed, 9 Sep 1998 13:32:21 -0400 (EDT) 

To: Old Tube Radios <boatanchors@theporch.com> 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
Message-ID: <9809091332.aa21126@pcusa01.ecunet.org> 


To: boatanchors@theporch.com 
You really want a Halli SX-101A to go with your HT-32. 


The no-suffix -101 lacks a product detector, needed for good (distortion 
free & full AGC action) SSB reception. The -101A has it. 


-John Sehring (10:04 am Tue, Sep 8, 1998 at Custer, SD USA) ucc wb2eq¢g 


Message-Id: <3.0.1.32.19980909131325.00beb1b0@vuse. vanderbilt. edu> 
Date: Wed, 09 Sep 1998 13:13:25 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

Subject: Re: Heathquit capacitor checker design thoughts? 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 12:18 PM 9/9/98 -0500, you wrote: 
>> 3. Just how many surplus tubes did Heath buy? My unit seems to be a 
>> late model capacitor checker (it has a cream coloured front panel like 
>> my IM28 VTVM) that must put it in the 60's, no? I bought my VTVM 
>> some time in the early 70's. 
> 
>Very interesting about the front panel color. My C3 
>has a dark gray front panel, like the few other C3's that I've seen. 
> 
>Is it safe to say that if the front panel is cream, it is a later model? 
>Anyone know? 
> 
Actually, I think cream is earlier. Mine is cream with a very light brown 
box, has no model number on the front at all. One presumes that the model 
number was added to the silk screen later.... 

A. B. Bonds 


Date: Wed, 9 Sep 1998 14:20:41 -0400 (EDT) 

From: cswiger <cswiger@wilma.widomaker.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: TMC URA-28 

Message-ID: <Pine.BSF.3.96.980909140403 .25972A-100000@wilma.widomaker. com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Last nite fed this URA-28 some 'close' B+, 
thanks to a kind list members power connector pin out 
diagram, and it ‘whistles'! That is, a 3980kc xtal in 
socket #2 oscillates enough to get over S9 on a nearby 
set. Xtal oven works. 'Exciter' lamp lights. Had an 
interesting p/s parasitic: Rf out showed a huge 80kc 
wave, traced to power coming in and killed it off with 
a junkbox .1/600v cap. There is no rf out I can tell, 
just picking up the osc. and maybe buffer amp. 
The MF tune has a xlittlex effect on the signal 
in the receiver, peaking around 3980 on the dial. 


Next is get it proper voltages - 180 in is only 
getting 150. 225 and 250 in are only getting 200. 


Again, any clues on manual/schematic greatly appreciated. 


Chuck 
kb4new 
cswiger@widomaker.com 


Message-Id: <199809091930.MAAQ7459@mail-gw6.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Precision Capacitors 

Date: Wed, 9 Sep 1998 12:32:31 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Hi Coulomb collectors; 


Been reading some posts about where do you come up with "precision paper 
capacitors". You make ‘em. Out of plastic capacitors. First, build a 
xfunction generator*x using an op amp and a comparator. The op amp charges 
the cap with a constant current so that frequency is proportional to 
charge/unit of time. That will give you Farads if you punch the right 
buttons on your calculator. Once you get it calibrated with an accurate 
voltmeter and digital counter you can "make" precision capacitors by 
starting with a value just below your nominal value and paralleling small 
‘uns until your'e "home". Dust off the books, it's basic theory. The 
circuit can be found in any of National Semiconductors Linear Applications 
handbooks. Use a TL-081 op amp and an LM-311 comparator (just about 
anything will do). Mind your electronic manners and 1% caps will be easy 


to make down to about 1000 uuF. Stable plastics are polystyrene, 
polypropylene, and polycarbonate (in descendiong order of stability v/s 
temp.). Mylars (polyester) are OK for most precision cap requirements. 


Back to the Bill and Ken Show (McGwire for president!).......... 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-ID: <35F6F3A5.852BF679@earthlink.net> 
Date: Wed, 09 Sep 1998 14:31:17 -0700 

From: Scott Robinson <spr@earthlink.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: More or precision capacitors 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Arden Allen wrote: 


"Stable plastics are polystyrene, polypropylene, and 
polycarbonate (in descendiong order of stability v/s temp.). 
Mylars (polyester) are OK for most precision cap requirements." 


I can add a bit to that. Polypropylene caps and polycarbonate 
caps both have tempcos of about 200 PPM per deg C. However, they 
are of opposite sign...so a parallel combination of one of each 
of roughly equal value makes a very stable part. 


Mylars are not as stable ingeneral, but over the rnage 1=50 deg C 
they have a smasller temco than the previous two types. Outside 
of that range they change faster. 


Happy tweaking, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


From: CLubisich@aol.com 

Message-ID: <27cea260.35£710dc@aol.com> 

Date: Wed, 9 Sep 1998 19:35:56 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 


Subject: Hallicrafters Model S-76 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Hello there, 

I am new to this boatanchor hobby so please bare with me. As one of my first 
acquisitions/projects I recently picked up the above referenced piece with its 
original manual. I don't know much about this radio and I haven't seen much. 
It's in pretty good shape, it works, but it needs some cleaning up, mostly 
dust and dirt and a little rust on the case. There are a couple of things I'd 
like to find for it: the Glass for the bandspread dial and the knob for the 
pitch control, however it looks like the original shaft broke off, which 
probably requires replacing the entire BFO coil. 


Anyway, thanks in advance for your help and any pointers. 


Carl 
KE6NOP 


Message-ID: <35F7025C.1E2B0841@globetrotter.net> 
Date: Wed, 09 Sep 1998 19:34:04 -0300 

From: luc dugas <collins2@globetrotter.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: WTB: R-389 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


the guy from the air museum in winipeg who wanted a marconi csr-5 i lost 
your e-mail address. can you email again luc ve2lgj 73s 


Message-ID: <35F70A0F.BF7B01D1@globetrotter.net> 
Date: Wed, 09 Sep 1998 20:06:55 -0300 

From: luc dugas <collins2@globetrotter.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: aix museum 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


to ther guy from the museum in winipeg concerning the csr-5 , i lost 
your email address. please email again. 
luc ve2l1gj 73s 


Message-ID: <35F70AF8.4B77EFC4@globetrotter.net> 
Date: Wed, 09 Sep 1998 20:10:48 -0300 

From: luc dugas <collins2@globetrotter.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: WTB: Racal Parts 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Al Klase wrote: 


> I'm looking for non-working Racal 6790GM receivers or parts for same. 
> What do you have? 


almost any part for thje racal 6790gm except the isb module are available 
from racal usa. 


luc ve2l1gj 73s 


From: zeitler@ibm.net 
Message-ID: <000501bddc63$90d20d40$bc292581@km3g> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: TV-7D tube tester a good one?? 
Date: Wed, 9 Sep 1998 19:34:26 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Fellow Followers of Warm Radios, 
I am in the process of trying to build up a Drake B or C line and was 
wondering if the TV-7D tube tester is a really good one or just so-so? 


It seems to do the job just fine but this is purely subjective and also 
relative as I have nothing else to compare it to. Are their other tube 
testers that provide a significantly more accurate result of do you think 
this is more than adequate?? 


Comments and thoughts on this are most welcome. 


Cheers. 


Lane 
KM3G (1982) 
San Diego 


Message-Id: <199809100255.TAA18321@mail-gw6.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: TV-7D tube tester a good one?? 

Date: Wed, 9 Sep 1998 19:57:36 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Howdy Lane; 


The TV-7 series of tube testers are a militarized version of a Hickock 
xtransconductance*x measuring circuit which it seems most folks believe is 
the better of the two common circuit types, the other being xemissionx 
measuring. Tube testing, however, is more like shopping for fruits and 
vegetables at your local farmer's market. Do you prefer sunlight or cool 
white flurescents to examine the produce? How do you tell a good 
grapefruit and do you select cantaloupes the same way? It all depends on 
what you are looking for in a tube. Depending on what a tube is called on 
to do in an operating circuit will determine how useful the tube tester is 
for saying "thumbs up" or "thumbs down". In my 1938 Zenith I have a nearly 
flat 6GH6GT detector/ave tube. Can't tell the difference between it and a 
new 6H6. I'm using the glass tube because I like to show off the radio 
with glowing filaments everywhere. Have fun with your TV-7, you will learn 
much using it. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Date: Wed, 9 Sep 1998 22:19:44 -0500 (CDT) 

Message-Id: <199809100319 .WAA23475@dfw-ix7.ix.netcom.com> 
From: n6énae@ix.netcom.com (Richard Humphrey) 

Subject: RE: Heathquit (?) cap checkers 

To: Old Tube Radios <boatanchors@theporch.com> 


I have a later model Heath cap checker in the brown and ivory case 
style. Uses a damper tube (6DW4 I think) for the rectifier. 


Accuracy: I read all Heath dials with suspicion. OK, ok, I take it 
back! +80/-20% tolerance applies to electrolytics, not paper caps. 
Most modern paper caps are fairly close, 10% or so. If you run it 
through the cal procedure, it ought to be around that close. It's 
usable, anyway, although you need to spend a lot more on good design to 


get real accurate. 


The leakage voltage test gets rather sloppy as it goes up in voltage. 
It puts out less voltage than the panel switch suggests. 


There is a design mistake in the model I have. The power supply has 
two electrolytics in series. They didn't bother to put in equalising 
resistors, so one runs about 50 volts above its rating, while the other 
coasts. One of these days it will blow, and then I'll replace them 
both. 


Richard 


Message-ID: <35F74E13 .936F7COO0@tcsourceone. com> 
Date: Wed, 09 Sep 1998 21:57:09 -0600 

From: "Wallace Gibbons" <rockwall@tcsourceone.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Another mystery Tube Question 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi everyone, 


The good tube fairy left a box of tubes on my chair at work. Still don't 
know who. BUT I owe em. Four VT-4C (or 211), one a Taylor and the rest 
RCA. Now I have spares for my tesla coil. A slew of ARC-5 receiver tubes 
all NOS. Enough to populate 5 or 6 receivers. 


And the following strange ones. Wonder if anyone knows what they are? 


JAN 38111A (looks like a VT-4C). 

RCA "COMMAND" 5814, labeled on the glass this way, too. Looks like a 
12AU7. 

US NAVY CRC 876, these are a ballast I suspect. A Big One. Has a 
threaded base a size larger than a regular lamp bulb. What was it used 
in? 


Any clues appreciated. The collection is growing!! 


Wally Gibbons 
Rockwall@tcsourceone.com 


Message-Id: <199809100433.XAA28248@sco.theporch. com> 
Date: Thu, 10 Sep 1998 00:36:14 -0400 
To: Old Tube Radios <boatanchors@theporch.com> 


From: Glenn Finerman <glennfin@mjet.com> 
Subject: Amp Connectors 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Just received the latest Amp connector catalog and CD ROM 

at work. Flipping through the catalog I noticed some round 
multipin connectors that look similar to the ones used on 
Military gear. Since I still need power connectors for my BC-375, 
BC-223, (2) ART-13's and TCS radios, I thought it might be 
possible to find a match or at least adapt some of these 
connectors for Mil rig use. 


Anyone been there - done that?....I refuse to ruin these 
connectors by soldering (hack-hack) wires to the pins. 

At very least, I'll find some Molex or amp pins here at work 
and improvise my own connectors if necessary. 


PN ANK S35 ose scs wae eee 


Message-ID: <35F75C16.3D77@ix.netcom.com> 
Date: Wed, 09 Sep 1998 23:56:54 -0500 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS: I-106 VHF Field Strength Meters 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Couple of nice freq meters-- 


Have I-106 VHF field strength and frequency meter. 
Tune 100-160 MC. 

These were the meters built for the rare 

Army version of the VHF ARC-5. They must have 
built more of the test sets because the BC-950 

is a pretty rare bird. Anyhow, I have one 

excess to my needs. Working. Set needs 

dial clutch cleaned/lubricated/adjusted. 

Dusting and contact cleaning, of course. 

$20 plus shipping. 


The Navy also liked these frequency meters and swiped 
a few. They removed the Army nomen plates 

and stamped USN on the bottom and an anchor 

on top. There is a small period-looking jack 
installed on the front that I am told was a 

Navy mod for an RF probe, but I can't swear 

to this. Makes sense. Complete/Working. 

It also needs dusting and contact cleaner 

and the sensitivy adjusted. 

$15 plus shipping. 


Multiple requests decided by lottery. 
No takers and they go to Ebay. 


Message-Id: <199809100546.AAA11750@loki.internettport.net> 
From: "Steve" <scb@mail.internettport.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Thu, 10 Sep 1998 00:30:23 +0000 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: RE: "audiophooles",Thnx-4-0 


Gentlemen; 

This offensive offtopic "audiophoole" crap is a genuine pain in the 
ass. Can we PULEEEZE get back to our area of collective interest and 
experience? 

Yours in utter exasperation; Steve(KF4TSW) 


Message-ID: <35F7679C.3776@ix.netcom. com> 
Date: Thu, 10 Sep 1998 00:46:04 -0500 

From: David Stinson <arc5@ix.netcom. com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Go see! 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


BA Folks: 

xxxxPlease don't reply to this message on the list! *xxx*x* 
It's off topic and I'm gonna get spanked, 

but this is just too good not to share 

with my BA friends. 


Go to the newsgroups and open rec.audio.tubes 


I started a thread there called 
Oxygen-free, Silver foil?? 


It's a gas... (pun intended). 


Yes, Jack.... 
I'm going to the bad boy corner now ;-) 


73 DE Dave Stinson AB5S 
arc5@ix.netcom.com 


From: Kargokult@aol.com 

Message-ID: <24325d3d.35f£7733c@aol.com> 

Date: Thu, 10 Sep 1998 02:35:40 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: Re: Radios of the Kon Tiki 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


In a message dated 98-09-09 03:20:32 EDT, 
otterstad@inet.uni2.dk writes: 


As a native of Oslo, I am sorry to report that there is no radio on the 
raft in the Kontik-museum. 

I believe it was left on the island where they landed or perished in the 
waves. 


VVVV WV 


---just my opinion, but: i could see that they might have had to 
abandon the NC-183, but the UK "spy set" B2, that would have 

been small enuff to easily lug away. 

this is certainly one of very few really classic tales of radio & 
adventure. real dx-inspiring. 

hue 


Message-ID: <35F79819.2328@earthlink.net> 
Date: Thu, 10 Sep 1998 01:13:42 -0800 

From: "Don L. Davis" <dxguy@earthlink.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Fil Xf£mr 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I think everyone missed the point of Bill's question. The real question 


is how to return the filament's DC current (ie cathode current) to the 
HV return (chassis). Normally, this is done through the center tap of 
the £il xfmr to make sure both sides of the fil carry the same DC 
current. One could operate the tube at half the rating and ground only 
one side - might work OK. Seems like putting smaller xfmr across the 
circuit might work (at least I can't find any fault with Bill's logic - 
although it seems like there "has" to be a gotcha in there somewhere). 
The £i1 xfmr must carry the fil current plus the plate current 
(including modulated peaks) without much loss to avoid changing the bias 
point too much. 


Another question: If you're fooling around with a very expensive tube 
like the 4-1000 & socket & roller inductor and vacuum caps & etc, why 
scrimp on the filament xfmr? Seems like there are a lot of these things 
available reasonably on ebay & the NGs. 


73s Don Davis DXGUY@earthlink. net 


Message-Id: <199809101047 .MAAO3606@inet.uni2.dk> 
From: "Ragnar Otterstad" <otterstad@inet.uni2.dk> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Update : Radios of the Kon Tiki 

Date: Thu, 10 Sep 1998 12:45:30 +0200 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


> As a native of Oslo, I am sorry to report that there is no radio on the 
: > raft in the Kontik-museum. 
: > I believe it was left on the island where they landed or perished in 
the 
: > waves. 


---just my opinion, but: i could see that they might have had to 
: abandon the NC-183, but the UK "spy set" B2, that would have 

been small enuff to easily lug away.: this is certainly one of very few 
really classic tales of radio & 
: adventure. real dx-inspiring. 

hue 


UPDATE : I have just spoken to Major Haugland ( ex SOE ) who is one of the 
remaining 

members of the Kon-Tiki crew and also was one of the radio operators. The 
other was my old friend Torstein Raaby ( ex SOE), who died as early in 1964 
after we 


were on a North-Pole expedition together. 

It turned out that scientific samples collected by THor Heyerdahl as well 
as the radio gear was delivered on a USAF base in California, where it was 
in transit to Washington DC where the Kon-Tiki 

crew was waiting . When the stuff did not turn up USAF started to trace 
it, but it had disappeared completely. It was suspected that somebody at 
the air base had decided this was just a pile of junk and dumped it ! The 
National receiver was not particularly nice after having been exposed to 
the humidity and a wet landing .The B2 set was packed in aluminium boxes 
but for an un-trained eye the content must have looked like junk ! 


End of story ! 


73 Rag OZ8RO also LASHE JW5HE 


End of BOATANCHORS Digest 2209 
KA KKK KKK KKK KIKI KKK KAKA AKER IR 


>From ???@??? Fri Sep 11 00:33:47 1998 

Message-Id: <199809101812 .NAA09551@sco.theporch. com> 
Date: Thu, 10 Sep 1998 13:12:09 CDT 

Subject: BOATANCHORS digest 2210 


BOATANCHORS Digest 2210 
Topics covered in this issue include: 


1) Re: Another mystery Tube Question 
by Al Klase <skywaves@bw.webex.net> 
2) Re: Another mystery Tube Question 
by William Donzelli <william@ans.net> 
3) Filter choke in p/s - a question 
by Brien Pepperdine <pepperb@gov.on.ca> 
4) FS VT-4C 
by "Ragnar Otterstad" <otterstad@inet.uni2.dk> 
5) Re: Filter choke in p/s - a question 
by "Mike Feher" <n4fs@monmouth. com> 
6) Halli PS12-150?? 
by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
7) TS35/AP manual? / 2K25s 
by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
8) WTB HP-410C manual 
by "Ed Santavicca" <santavic@ct.picker.com> 


9) Radio St. Helena Day - Oct 24 
by Brien Pepperdine <pepperb@gov.on.ca> 
10) Re: Fil Xfmr 
by John R Bookout K7JB <k7jb@uswest.net> 
11) Tube winners 
by William Donzelli <william@ans.net> 
12) MX-1258/U Adapter Kit - 
by AviDov@aol.com 
13) Where is? 
by Sandra L Knepper <slkst29+@pitt.edu> 
14) RE: Amp Connectors 
by "Owens, Clarence" <owensc@nebeng.otis.com> 
15) Had TVI? Probably not from 6M 
by mnhopkins@juno.com (Michael N Hopkins) 
16) Boatanchor meeting at Gaithersburg Hamfest Sept. 13th 
by oranges@Frb.GOV (Orange Systems) 
17) Lafayette 6m converter info 
by "Owens, Clarence" <owensc@nebeng.otis.com> 
18) re:wtb hro7 stuff 
by K3DPJ <morry@ix.netcom.com> 
19) Transmitting Tubes FS. 
by David Stinson <arc5@ix.netcom.com> 
20) Re: TV-7D tube tester a good one?? 
by Richard Loken <richardlo@devax.admin.athabascau.ca> 
21) Re: Had TVI? Probably not from 6M 
by Steve Berg <z931086@corn.cso.niu.edu> 
22) Had TVI? Probably not from 6M 
by Spencer Petri <spetri@e-tex.com> 
23) WTB in Florida: Hallicrafters SX-101A 
by "Sven Grandell" <sierra.victor@swipnet.se> 


Message-ID: <35F7BCB6.917E371F@bw.webex.net> 
Date: Thu, 10 Sep 1998 07:49:10 -0400 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Another mystery Tube Question 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Wallace Gibbons wrote: 
> And the following strange ones. Wonder if anyone knows what they are? 


> 
> JAN 38111A (looks like a VT-4C). 


Sibley Sez this is a low capacitance 211 (VT-4C) for crystal oscillator 
use. 


> RCA "COMMAND" 5814, labeled on the glass this way, too. Looks like a 
> 12AU7. 


5814 is a redesigned 12AU7 with 175 ma. heaters. Don't know about 
"COMMAND" 


> US NAVY CRC 876, these are a ballast I suspect. A Big One. Has a 

> threaded base a size larger than a regular lamp bulb. What was it used 
> in? 

> 

Yes, this is the ballast tube used in the power supplies for the Navy 
RAL and RAK regen receivers. In this app. they dissapate about 200 
watts of 115VAC in the ballast while feeding about 50 watts to the 
receiver. 876 is the RCA number. Again thanks to Tube Lore. 


YOU ALL OTTA OWN TUBE LORE! 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Date: Thu, 10 Sep 1998 09:01:15 -0400 (EDT) 

From: William Donzelli <william@ans.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Another mystery Tube Question 

Message-Id: <Pine.GS0O.3.96.980910085848 .9784B-100000@titan.purch.ans.net> 
Mime-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> JAN 38111A (looks like a VT-4C). 


This is a bit of an oddity, in that it is a JAN qualified tube with an 
ancient Navy number. Probably the resuly of some clerk in 1943 not doing 
his job right! 


William Donzelli 
william@ans.net 


Date: Thu, 10 Sep 1998 09:08:07 -0400 (EDT) 
From: Brien Pepperdine <pepperb@gov.on.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Filter choke in p/s - a question 

Message-ID: <Pine.OSF.3.93.980910083405 .29310A-100000@govonca2.gov.on.ca> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


I have here a receiver with two filter chokes - simply put 

voltage from the 5R4 rectifier power goes to a 10 Henry filter choke, then 
to a 20 

Henry 

filter choke, then thru a 2500 ohm resistor, then to an OA2 regulator, 
where there is supposed to be 150 volts DC regulated, and then off to 
circuit (of course the 2 filter chokes have a multi-section cap amidst) 

I assume a 30 Henry choke was not a possibility. 


Voltage after the second choke is reduced dramatically... 


Anyhow.. such skulking is a bit new to me.. and there is NOT 150 volts 
arriving at the OA2. Voltage is coming out of the 5R4 and going to the 
first choke, the 10 Henry, where the voltage is reduced a bit coming out, 
and then goes into the 20 Henry, where it by then is only about 1.5 volts, 
instead of what it probably should be before it gets to the 2500 ohm 10 
wat resistor (I assume at that point it should be in the region of 150 
volts) and then off to the OA2. 


What is happening inside the 20 Henry for it to reduce the voltage so 
much? The 20 Henry choke has approx. the resistance it is supposed to when 
I measure 

its resistance (about 400 ohms according to the manual), so it SEEMS as if 
it is not a broken wire 

in the choke (that is a valid test, isn't it?) - the nominal 1.5 volts is 
not much, by it appears something is getting out. 


I can likely get my hands on a used 20 Henry filter choke which probably 
would have a different resistance (for example, a Hammond is 166 ohms, not 
400 ohms as in the original) so perhaps would have to change the value of 
the 2500 ohm resistor to get the 150 volts delivered to the OA2. 


Anyone with ideas or comments, I would appreciate ideas or an off the List 
discussion directly - 

solutions etc. I will then post back to the List for the edification and 
education of all. 


Brien Pepperdine 
Amateur 
Radio Station VE3VAW Toronto, Ontario Canada 


Message-Id: <199809101308.PAA09973@inet.uni2.dk> 
From: "Ragnar Otterstad" <otterstad@inet.uni2.dk> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS VT-4C 

Date: Thu, 10 Sep 1998 15:05:53 +0200 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Have 3 used VT4C s_ for sale. Have no idea about value. Any offers ? 


73 Rag OZ8RO 


Message-ID: <001601bddcbd$4899a380$4fa10b9e@mils179.monmouth. army .mil> 
From: "Mike Feher" <n4fs@monmouth.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Filter choke in p/s - a question 
Date: Thu, 10 Sep 1998 09:16:39 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Brien - 


Assuming the design is all original you more than likely have a shorted 
filter capacitor section. More than likely the whole capacitor needs to be 
replaced. Also disconnect the load to try and isolate the problem. 73 - Mike 


Mike Feher, N4FS 
89 Arnold Blvd. 
Howell, NJ, 07731 
732-901-9193 


Date: Thu, 10 Sep 1998 09:39:18 -0400 

From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
Message-Id: <199809101339.JAA11321@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Halli PS12-150?? 


Just saw my ist. It's a Hallicrafters / Royer dual 2N174 thing. 
Does 12V in / 500V 200ma & 250V 100ma out. Looks like it could run a 
HT32. But mobile??? 


Certainly not for FPM300 as it had one aboard. 
Anyone know it's application or have the must-haves for one?? 
Tks, 


Marty 


Date: Thu, 10 Sep 1998 09:48:03 -0400 

From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
Message-Id: <199809101348.JAA11348@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: TS35/AP manual? / 2K25s 


I've got one of the TS35/APs which is an X-band xponder tester. 
A '97 Shelby refugee & SN 5 yet! 


After shorted filter change, puts out 10dbm @ 9600. 
Love to borrow a manual to just read about it 

Or trade it for something 

Tks the read, 


Marty 


Message-Id: <9809101408.AA01602@ct. picker. com> 
From: "Ed Santavicca" <santavic@ct.picker.com> 
To: Old Tube Radios <boatanchors@theporch. com> 
Date: Thu, 10 Sep 1998 10:08:12 -0500 
Mime-Version: 1.0 

Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: 7BIT 

Subject: WTB HP-410C manual 


Does anyone have an HP-410C service manual for sale? 
tnx. 
73, Ed 


AA8TV 


Date: Thu, 10 Sep 1998 11:03:15 -0400 (EDT) 

From: Brien Pepperdine <pepperb@gov.on.ca> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Radio St. Helena Day - Oct 24 

Message-ID: <Pine.OSF.3.93.980910105414 .29310G-100000@govonca2.gov.on.ca> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


I am sure that Chuck Rippel will challenge us all once again to hear the 
yearly opportunity to try to pick the transmission up from St. Helena 
Island. 

This year it is Saturday Oct 24, and you might want to mark that - it is a 
good chance to see what your receiver can do (or to prove which ones can, 
and cannot). 


The URL for the St. Helena Radio Day is: 

http: //www.sthelena.se/radiosth.htm 

I assume more info will be on the page later on, but the bare bones info 
is there. 


and the URL for the Island generally, for info, is: 
http: //www.sthelena.se 


The transmitter is 1 kilowatt, if I remember correctly. 
It was fun trying last year, so get the short wave stuff ready. 
Nice place to go, if you have the time and money. 


Brien Pepperdine 

Amateur Radio Station VE3VAW 
Toronto, Ontario Canada 

ARCI #8773 - NORCAL ZOMBIE 


Message-ID: <35F7EC3B.E75C676E@ptld.uswest.net> 
Date: Thu, 10 Sep 1998 08:11:55 -0700 

From: John R Bookout K7JB <k7jb@uswest.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch. com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Fil Xfmr 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


4-1000A supplies: 


Peter Dahl Co. offers a wide selection of chokes, filament and plate 
transformers for the 4-1000A. Their phone #: 

1-915-751-2500; 5869 waycross Ave El Paso, Texas 79924. 

I'm sure they would send you a copy of their catalog. 


73's K7JB 


Don L. Davis wrote: 


I think everyone missed the point of Bill's question. The real question 
is how to return the filament's DC current (ie cathode current) to the 
HV return (chassis). Normally, this is done through the center tap of 
the fil xfmr to make sure both sides of the fil carry the same DC 
current. One could operate the tube at half the rating and ground only 
one side - might work OK. Seems like putting smaller xfmr across the 
circuit might work (at least I can't find any fault with Bill's logic - 
although it seems like there "has" to be a gotcha in there somewhere). 
The £i1 xfmr must carry the fil current plus the plate current 
(including modulated peaks) without much loss to avoid changing the bias 
point too much. 


Another question: If you're fooling around with a very expensive tube 
like the 4-1000 & socket & roller inductor and vacuum caps & etc, why 
scrimp on the filament xfmr? Seems like there are a lot of these things 
available reasonably on ebay & the NGs. 


VVVVVMV VV VV VV VV VV VV NV 


73s Don Davis DXGUY@earthlink. net 


Best 73's 


John K7JB 


E-Mail: k7jb@ptld.uswest.net 
Packet: K7JB @ K7JB.nwor.or.usa.na 


BOAT ANCHORS. 

Radio Receivers: 

CV-157/URR SSB ADAPTER 

R-390/URR COLLINS S/N 4651 

R-390A/URR EAC S/N 1475 

R-390A/URR Imperial S/N 2168 
SP-600-JX-17 S/N 20338 Diversity 


Transmitters: 
CE-100V S/N E 209 
CE-100V S/N E 670 


Date: Thu, 10 Sep 1998 11:12:08 -0400 (EDT) 

From: William Donzelli <william@ans.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Tube winners 

Message-Id: <Pine.GS0O.3.96.980910110640 .9784G-100000@titan.purch.ans.net> 
Mime-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


OK, I have made my choices, and nine of you will be receiving email 
shortly with your "winnings". I tried to split everything up nicely, but 
sadly, I did have to comprimise just about everyone's order just a bit. 
For example, most people wanted all eight 26Z5Ws, but I split the tubes 
into four lots of two each. 


For the "winners", please try to understand what and why I did, and make 
me an offer plus shipping. The price, remember, is pretty cheap - around 
$.25 for the littles, $1 for the octals (quite a few people actually 
offered more - hey I will not complain at all! - you know those 26Z5Ws 
are worth more!). 


Anyway, sorry to all that did not "win" - there will be more. 


William Donzelli 
william@ans.net 


From: AviDov@aol.com 

Message-ID: <745c1c2c.35f7ed1d@aol.com> 

Date: Thu, 10 Sep 1998 11:15:41 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: MX-1258/U Adapter Kit - 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Looking to complete this Tube Socket Adapter Kit for which I need the U-104/U 
(7 pin mini) and U-105/U (9 pin mini) sizes. Type markings aren't necessary. 
73 


Date: Thu, 10 Sep 1998 11:17:45 -0400 (EDT) 
From: Sandra L Knepper <slkst29+@pitt.edu> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Where is? 

Message-ID: <Pine.GSO.3.96L.980910111521. 9674F -100000@unixs3.cis.pitt.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Does anyone know if Robert Fowle, "the Hammarlund Man", from Michigan is 
still active. I have not seen any posts from him for sometime on the 
boatanchors list -perhaps, he did xnot renew. Thank you. 


Dave, W3ST 
Publisher of the Collins Journal 
Homepage: http://www.pixi.com/~jenkins/collins 


Content-return: allowed 

Date: Thu, 10 Sep 1998 11:37:00 -0400 

From: "Owens, Clarence" <owensc@nebeng.otis.com> 
Subject: RE: Amp Connectors 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QEZ200HO8RBNCC@mailman.otis.com> 
MIME-version: 1.0 

Content-type: text/plain 


Hi Glenn, 


For TCS connectors, Fair Radio has had them off and on for the last couple 
of years, uSually attached to cables. I bought a set of the transmit and 
receive cables from them about 3 years ago and then I bought two 
"connectors" for my MN-26C's control box from them about 2 years ago and 
what they sent was a TCS cable assembly that I hate to hack up... so it now 
sits as a spare for my TCS. 


Various list members have had at least some of the BC-375 connectors 
available, and that's where I got mine. However, since the "pins" in those 
chassis connectors are just normal sized banana plugs, I had been planning 
on building my own connectors using the silver plated banana plug inserts 
from a bunch of NOS analog computer front panel stacking connectors that my 
son picked up out of the garbage at his school. They require some surgery 
to remove them from the tough plastic, but they do fit the connectors just 
fine, and then the solder is on the "outer" banana, where it doesn't harm 
anything of value. I'm pretty sure the stacking plugs made it through my 
move, so If you want to do the "instant connector (TM)" thing with them (pot 
them in hot melt glue to form a removable connector with fixed pins) or just 
put shrink on them and have loose pin "connector", let me know ahd I'll send 
you some. 


13% 


Clare Owens N2RJB 

From: Glenn Finerman 

To: Old Tube Radios 

Subject: Amp Connectors 

Date: Thursday, September 10, 1998 12:36AM 


Just received the latest Amp connector catalog and CD ROM 

at work. Flipping through the catalog I noticed some round 
multipin connectors that look similar to the ones used on 
Military gear. Since I still need power connectors for my BC-375, 
BC-223, (2) ART-13's and TCS radios, I thought it might be 
possible to find a match or at least adapt some of these 
connectors for Mil rig use. 


Anyone been there - done that?....I refuse to ruin these 
connectors by soldering (hack-hack) wires to the pins. 

At very least, I'll find some Molex or amp pins here at work 
and improvise my own connectors if necessary. 


Thanks............. 
DBS stiescieeks Glenn Finerman K2KL 


glennfin@mjet.com 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Thu, 10 Sep 1998 10:11:00 -0700 

Subject: Had TVI? Probably not from 6M 

Message-ID: <19980910.105226. -92255.11.MNHopkins@juno. com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: mnhopkins@juno.com (Michael N Hopkins) 


Had the chore of reveiwing some of Ken Neuback's writing this morning. 

He is the "Magic Band" guy, you may recall. It is funny, though, that he 
accepts the big lie of the '50s too: 6M ops were the font of TVI. As 
Sportin' Life says in Porgy and Bess, "It Ain't Necessarily So." 


Six Meter TVI, when encountered, was from bad amateur and engineering 
practice. It was born in cheap WWII 8mc crystals and double-in-the-final 
makeshift TXs. The trusty old Hallicrafters SR-46a in my hallway didn't 
QRM Groucho with its 12mc VFO. The 5M Old Timer transplants tended to 
arrange their finals to cancel harmonics, too, but if you want to 
understand TVI of the period, look in the back of grandma's Admiral, not 


in the front. 


In the mid 1950s the 21 mc TV IF was being phased out, but many 
survived. The 40 mc IFs took ‘till the '60s to triumph, and by then CB 
was off and running. Before the '58 debut of CB, Novices were using 
single tube oscillators and always-double-in -the-final MOPAs like the 
AT-1 to work "DX" on their 40M wires with 7 mc crystals. It was an open 
invitation to disaster. I wonder if a converted-to-6M Heath AT-1 with a 
12 mc crystal might not be cleaner than a stock one? Maybe those 
mutillations were public services. 


73 de ab5L, michael in Dallas, student of Six Meters' Golden Age, 
1957-58, 

and two of its jewels: Tecraft and International Crystal ham products. 
Michael N. Hopkins 

Box 226841 

Dallas, TX 75222 MNHopkins@Juno.com 


You don't need to buy Internet access to use free Internet e-mail. 
Get completely free e-mail from Juno at http://www. juno.com 
Or call Juno at (800) 654-JUNO [654-5866] 


Mime-Version: 1.0 

Date: Thu, 10 Sep 1998 12:06:21 -0400 

Message-ID: <QQ0C1E5A.1220@cclink.frb. gov> 

From: oranges@Frb.GOV (Orange Systems) 

Subject: Boatanchor meeting at Gaithersburg Hamfest Sept. 13th 
To: Old Tube Radios <boatanchors@theporch.com> 

Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: 7bit 

Content-Description: cc:Mail note part 


Hello Ba'ers, 


The Boatanchors meeting is at 10AM at the food building by 
the tables. 


Come see you fellow listmembers, tell us what you have seen, 
and what you have bought, or just talk. 


The Hamfest is at the Montgomery County Md. Fairgrounds off 
of I-270 on Sunday 


Thanks, 


Fred Bohner Arlington,VA. 


Email address is fbohner@rocketmail.com 
MESSAGE FOR PERSONAL USE NOT OFFICIAL USE 


Content-return: allowed 

Date: Thu, 10 Sep 1998 11:58:00 -0400 

From: "Owens, Clarence" <owensc@nebeng.otis.com> 
Subject: Lafayette 6m converter info 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QEZ200I4TTNBEP@mailman.otis.com> 
MIME-version: 1.0 

Content-type: text/plain 


Hi Gang, 


I was at the AWA Conference on Thursday and got a freebie Lafayette model 
HE-56 (the "6" is not stamped very well, but seems to be closer to a 6 than 
a zero or an 8) "Crystal Converter 6m 7mc-11mc output". Is this worth 
checking out and using? It is in good external condition, even though the 
"seller" said it'd been wet by Wednesday's rains. If they were xdogsx, I 
won't bother doing anything with it. If OK then I'll give it an electrical 
check and then see what I can hear on six in this area (South Central 
Indiana) . 


Thanks and 73, 


Clare Owens N2RJB 


Message-ID: <35F7FDB9.FB1B7B86@ix.netcom. com> 
Date: Thu, 10 Sep 1998 12:26:33 -0400 

From: K3DPJ <morry@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: re:wtb hro7 stuff 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


needed for a buddy, top and hinged back for hro7. Radio is completly 
recapped and sure looks nice and works well. Problem: the top/hinged 
back missing. 

anyone have one for sale/trade etc. 

best 73 morry k3dpj 


Message-ID: <35F80954.632B@ix.netcom.com> 


Date: Thu, 10 Sep 1998 12:16:04 -0500 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Transmitting Tubes FS. 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


4E27 tubes, NIB, $7 each for BA members. Have 14. 
RK-65 tubes, NIB, $8 each for BA members. Have 6. 
All plus shipping from 78728. 


73 DE Dave Stinson AB5S 
arc5@ix.netcom.com 


Date: Thu, 10 Sep 1998 11:36:44 -@Q600 (MDT) 
From: Richard Loken <richardlo@devax.admin.athabascau.ca> 
Subject: Re: TV-7D tube tester a good one?? 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Old Tube Radios <boatanchors@theporch.com>, 
~richardlo@devax.admin.athabascau.ca 
Message-id: 
<Pine.PMDF.3.95.980910113525 .541312083A-100000@devax.admin.athabascau.ca> 
MIME-version: 1.0 
Content-type: TEXT/PLAIN; charset=US-ASCII 


On Wed, 9 Sep 1998, Arden Allen wrote: 


for saying "thumbs up" or "thumbs down". In my 1938 Zenith I have a nearly 
flat GH6GT detector/ave tube. Can't tell the difference between it and a 
new 6H6. I'm using the glass tube because I like to show off the radio 
with glowing filaments everywhere. Have fun with your TV-7, you will learn 
much using it. 


VV VV MV 


Yeah, but the metal 6H6 is so cute! Come to think of it, I have never seen 
a 6H6GT so it might also be cute... 

Richard Loken VE6BSV, Systems Programmer - VMS 

Athabasca University 

Athabasca, Alberta Canada 

xx richardlo@admin.athabascau.ca x*x 


Message-Id: <35F7B7B6.91B1613A@corn.cso.niu.edu> 
Date: Thu, 10 Sep 1998 12:27:50 +0100 


From: Steve Berg <z931086@corn.cso.niu.edu> 
Mime-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Had TVI? Probably not from 6M 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I had lots of TVI with my old Knight T-60 which doubled in the final 
stage. I also had lots of same with my Clegg 99er, and Gonset G-76 
which did not double in the final. All of these were with 8 mc crystals 
or vfo. My SR-46 had plenty of TVI. Then there was the massive amount 
of trouble in the nearby vicinity when I fired up the Central 
Electronics 10A and the P&H 6-150 transverter. That one easily puts out 
100 watts, and took out channel 2 for miles around. Now, after more 
than 30 years of incredible advancement in the art of consumer 
electronics design, I find that my sxnd state transverter with a 
whopping 8 watts out takes out the local cable, all channel 2 for 
blocks, cordless phones, and even baby monitors. I love 6 meters, but 
it is risky to get on it with any gear unless you have a hankering for 
tar and feathers. I am going to risk it and put the 6 meter beam up on 
the tower when I get that project off the ground. 


73, 


Steve WA9JML 


Michael N Hopkins wrote: 


Had the chore of reveiwing some of Ken Neuback's writing this morning. 

He is the "Magic Band" guy, you may recall. It is funny, though, that he 
accepts the big lie of the '5@s too: 6M ops were the font of TVI. As 
Sportin' Life says in Porgy and Bess, "It Ain't Necessarily So." 


Six Meter TVI, when encountered, was from bad amateur and engineering 
practice. It was born in cheap WWII 8mc crystals and double-in-the-final 
makeshift TXs. The trusty old Hallicrafters SR-46a in my hallway didn't 
QRM Groucho with its 12mc VFO. The 5M Old Timer transplants tended to 
arrange their finals to cancel harmonics, too, but if you want to 
understand TVI of the period, look in the back of grandma's Admiral, not 
in the front. 


In the mid 1950s the 21 mc TV IF was being phased out, but many 
survived. The 40 mc IFs took ‘till the '60s to triumph, and by then CB 
was off and running. Before the '58 debut of CB, Novices were using 
Single tube oscillators and always-double-in -the-final MOPAs like the 
AT-1 to work "DX" on their 40M wires with 7 mc crystals. It was an open 


VV VV VV VV VV VV VV VV VV OV 


invitation to disaster. I wonder if a converted-to-6M Heath AT-1 with 
12 mc crystal might not be cleaner than a stock one? Maybe those 
mutillations were public services. 


73 de ab5L, michael in Dallas, student of Six Meters' Golden Age, 
1957-58, 

and two of its jewels: Tecraft and International Crystal ham products. 
Michael N. Hopkins 

Box 226841 

Dallas, TX 75222 MNHopkins@Juno.com 


You don't need to buy Internet access to use free Internet e-mail. 
Get completely free e-mail from Juno at http://www. juno.com 
Or call Juno at (800) 654-JUNO [654-5866] 


VV VV VV VV VV VV VV WV 


Date: Thu, 10 Sep 1998 12:54:10 -0500 (CDT) 
Message-Id: <199809101754 .MAA09383@sco.theporch. com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Spencer Petri <spetri@e-tex.com> 

Subject: Had TVI? Probably not from 6M 


Along with the frequency multipliers, the class C finals didn't help the 
situatiion either. 


GL, 
73 de Pete WA5JCI EM21 "the future will be better tomorrow" 


2 Mtr -- 36 States -- VUCC 4346 


From: "Sven Grandell" <sierra.victor@swipnet.se> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: WTB in Florida: Hallicrafters SX-101A 

Date: Thu, 10 Sep 1998 19:12:58 +0200 

Message-ID: <O1bddcde$424af120$59af£4820g1p804f> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_004F_O1BDDCEF .05D3C120" 

Content-Transfer-Encoding: 8bit 


Det her Sr ett multipart-meddelande i MIME-format. 


Sees =_NextPart_000_004F_01BDDCEF .05D3C120 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: quoted-printable 


Hey folks. 

Plans to be in FLORIDA for holidays about 2 weeks this Fall. 

Would like to acquire a SX-101(A). It had to be in very good or = 
excellent 

condition. 

That receiver has been my dream rx since about 40 years ago when I got=20 
my novice license. Now it=B4s time to fullfill the dreams! If you want = 
to sell=20 

away your SX-101 please let me know and give me your story about it. 

And your asking price. 


73 de Sven, SM3SV 
Sundsvall 
Sweden 


Sse aie = NextPart_000_004F_01BDDCEF .05D3C120 

Content-Type: text/html; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: quoted-printable 


<!DOCTYPE HTML PUBLIC "-//W3C//DTD W3 HTML//EN"> 
<HTML> 
<HEAD> 


<META content=3Dtext/html; charset=3Diso-8859-1 = 
http-equiv=3DContent-Type> 

<META content=3D'"MSHTML 4.71.1712.3"' name=3DGENERATOR> 

</HEAD> 

<BODY bgColor=3D#£ff£fLfLf> 

<DIV><FONT face=3DArial size=3D2>Hey folks.</FONT></DIV> 

<DIV><FONT face=3DArial size=3D2>Plans to be in FLORIDA for holidays = 
about 2 weeks=20 

this Fall.</FONT></DIV> 

<DIV><FONT face=3DArial size=3D2>Would like to acquire a SX-101(A). It = 
had to be in=20 

very good or excellent</FONT></DIV> 

<DIV><FONT face=3DArial size=3D2>condition.</FONT></DIV> 

<DIV><FONT face=3DArial size=3D2>That receiver has been my dream rx = 
Since about 40=20 

years ago when I got </FONT></DIV> 

<DIV><FONT face=3DArial size=3D2>my novice license. Now it&acute;s time = 
to fullfill=20 


the dreams! If you want to sell </FONT></DIV> 

<DIV><FONT face=3DArial size=3D2>away your SX-101 please let me know and = 
give me=20 

your story about it.</FONT></DIV> 

<DIV><FONT face=3DArial size=3D2>And your asking price.</FONT></DIV> 
<DIV><FONT face=3DArial size=3D2></FONT>&nbsp; </DIV> 

<DIV><FONT face=3DArial size=3D2>73 de Sven, SM3SV</FONT></DIV> 

<DIV><FONT face=3DArial size=3D2>Sundsvall</FONT></DIV> 

<DIV><FONT face=3DArial size=3D2>Sweden</FONT></DIV></BODY></HTML> 


eee = NextPart_000_004F_01BDDCEF.05D3C120- - 


End o£ BOATANCHORS Digest 2210 
KAKKKAKKKKKK KKK KAKI KIRK 


>From ???@??? Fri Sep 11 10:42:26 1998 

Message-Id: <199809110443.XAA02185@sco.theporch. com> 
Date: Thu, 10 Sep 1998 23:42:32 CDT 

Subject: BOATANCHORS digest 2211 


BOATANCHORS Digest 2211 
Topics covered in this issue include: 


1) Re: Had TVI? Probably not from 6M 

by "Ed Santavicca" <santavic@ct.picker.com> 
2) Halcyon Days on 6 Meters 

by Steve Berg <z931086@corn.cso.niu.edu> 
3) TVI and 6M in the '50s 

by Scott Robinson <spr@earthlink.net> 
4) Re 876 

by philip mccoy <dgnova@erols.com> 
5) Re: Halli PS12-150?? 

by thompson@mindspring.com 
6) Re: Lafayette 6m converter info 

by mnhopkins@juno.com (Michael N Hopkins) 
7) Second Hand TVI Story 

by Spencer Petri <spetri@e-tex.com> 
8) AWA "Review" article 

by "Lawrence R. Ware" <lrware@pipeline.com> 
9) Re: Halli PS12-150?? 

by jackiv@juno.com (John M Iverson) 
10) Any BA members near Wayne, NJ? 

by "David M. Nance" <dmnance@roanoke.infi.net> 
11) CE-200V manual question 


by Phil Mills <pmills@a.crl.com> 
12) Re: Nice talk 

by "Arden Allen" <gumbear@pacbell.net> 
13) Local ham club needs vintage rig help 

by john <johnmb@mindspring.com> 
14) Collins Receiver FS 

by Glenn Finerman <glennfin@mjet.com> 
15) Re: Nice talk 

by jackiv@juno.com (John M Iverson) 
16) SP600 Manuals 

by dougsterr@juno.com (Douglas A Knoll) 
17) OSA Monitoring Oscilloscope 

by dougsterr@juno.com (Douglas A Knoll) 
18) NEW SHARP 85 KC IF CANS FS. 

by David Stinson <arc5@ix.netcom.com> 


Message-Id: <9809101816.AB10139@ct. picker. com> 
From: "Ed Santavicca" <santavic@ct.picker.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Date: Thu, 10 Sep 1998 14:15:59 -0500 
Mime-Version: 1.0 

Content-Type: text/enriched; charset=ISO-8859-1 
Content-Transfer-Encoding: Quoted-printable 
Subject: Re: Had TVI? Probably not from 6M 


<paraindent><param>right</param>I had a T-150A in the late 60's that I use= 
d on 6M 

AM. I ran it into an HB 3 el. beam on the same 

mast as our TV antenna.(3' apart) I had TVI 

complaints over a mile away. People actually herd 

my call on the channel 3. I rec'd several phone 

calls! </paraindent> 


<paraindent><param>right</param>I went through the tune up procedure in th= 
e Knight 

manual, paying special attention to neutralization. 

After the tune up, the TVI was gone! We could 

watch TV in OUR house without any interference on 

the local stations. I was about 35mi from the 

broadcast stations, not quite fringe but not real 

close either. The local stations at the time were </paraindent> 


ch 3, 5, 8, 23, 43, and 61. I would have lost interest 
in 6M if I hadn=92t solved the TVI. The antenna had a 


folded dipole driven element and a coax balun. I was running 


100W. The rig worked great. 


73, Ed<FontFamily><param>Courier New</param> 


<FontFamily><param>Arial</param>AA8TV 


<FontFamily><param>Courier New</param>On 10 Sep 98, at 12:27, Steve Berg w= 
rote: 


<italic><color><param>FFO0O , 0000 ,0000</param><FontFamily><param>Arial</para= 
m>> I had lots of TVI with my old Knight T-60 which doubled in the final 

> stage. I also had lots of same with my Clegg 99er, and Gonset G-76 

> which did not double in the final. All of these were with 8 mc crystals 
> or vfo. My SR-46 had plenty of TVI. Then there was the massive amount 
> of trouble in the nearby vicinity when I fired up the Central 

> Electronics 10A and the P&H 6-150 transverter. That one easily puts out 
> 100 watts, and took out channel 2 for miles around. Now, after more 

> than 30 years of incredible advancement in the art of consumer 

> electronics design, I find that my sxnd state transverter with a 

> whopping 8 watts out takes out the local cable, all channel 2 for 

> blocks, cordless phones, and even baby monitors. I love 6 meters, but 

> it is risky to get on it with any gear unless you have a hankering for 

> tar and feathers. I am going to risk it and put the 6 meter beam up on 


> the tower when I get that project off the ground. 


> Steve WAIIML 


> Michael N Hopkins wrote: 


Had the chore of reveiwing some of Ken Neuback's writing this morning. 


He is the "Magic Band" guy, you may recall. It is funny, though, that= 


accepts the big lie of the '5@s too: 6M ops were the font of TVI. As 


Sportin' Life says in Porgy and Bess, "It Ain't Necessarily So." 


Six Meter TVI, when encountered, was from bad amateur and engineerin= 


practice. It was born in cheap WWII 8mc crystals and double-in-the-£i= 


makeshift TXs. The trusty old Hallicrafters SR-46a in my hallway didn= 


QRM Groucho with its 12mc VFO. The 5M Old Timer transplants tended to 
arrange their finals to cancel harmonics, too, but if you want to 


understand TVI of the period, look in the back of grandma's Admiral, n= 


in the front. 


In the mid 1950s the 21 mc TV IF was being phased out, but many 


survived. The 40 mc IFs took ‘till the '60s to triumph, and by then C= 


was off and running. Before the '58 debut of CB, Novices were using 
Single tube oscillators and always-double-in -the-final MOPAs like the 


AT-1 to work "DX" on their 40M wires with 7 mc crystals. It was an o= 


invitation to disaster. I wonder if a converted-to-6M Heath AT-1 with= 


12 mc crystal might not be cleaner than a stock one? Maybe those 


mutillations were public services. 


73 de ab5L, michael in Dallas, student of Six Meters' Golden Age, 
1957-58, 

and two of its jewels: Tecraft and International Crystal ham products. 
Michael N. Hopkins 

Box 226841 


Dallas, TX 75222 MNHopkins@Juno.com 


You don't need to buy Internet access to use free Internet e-mail. 
Get completely free e-mail from Juno at http://www. juno.com 


Ox call Juno at (800) 654-JUNO [654-5866] 


Message-Id: <35F7C98B.FDB7632F@corn.cso.niu.edu> 
Date: Thu, 10 Sep 1998 13:43:55 +0100 

From: Steve Berg <z931086@corn.cso.niu.edu> 
Mime-Version: 1.0 


To: 


Old Tube Radios <boatanchors@theporch. com> 


Subject: Halcyon Days on 6 Meters 


Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Two of the best 6 meter TVI stories I know actually happened to a friend 
of mine. Chuck, WA9OVN and myself were living in adjacent towns, and 
both were proud owners of Knight T-60 transmitters. We used to take out 
all of the televisions between us on our regular 6 meter chats. One 
night, Chuck was talking to WA9IML up in Mundelein, Illinois about 10 
miles north of his QTH. The other gent was campaigning a Heath Seneca. 
An irate neighbor called Chuck on the phone and was yelling at him about 
wrecking his tv reception, and then added "...but the other #@!&&«!!! is 
louder than you are!" Not bad for being 10 miles away. 


Another time, when we were back from the military, Chuck and his new 
bride were living in an apartment complex in his hometown. This place 
shut off the heat in the buildings during the first week of April. 
Chuck's wife was from California, and was soon freezing as the 
temperature in the apartment dropped down in the 50's. Chuck called me 
on the landline, and told me to get on 6 meters. He had put a squalo on 
his car in the parking lot, and ran some coax back into the apartment. 
After firing up the T-60, and getting into everything electronic in the 
vicinity, including the complex's television cable setup, he informed me 
that: "Berkshire Trace is quite the place to live, $175 a month for a 
one bedroom igloo." It did not take long for the heat to mysteriously 
re-appear. 


Too bad Chuck did not have a bigger boatanchor setup at the time, a 
Viking Valiant and a nice big receiver might have kept the place warm 
without any advertising. 


73% 


Steve WA9JML 


Message-ID: <35F82303.CO1B40EE@earthlink.net> 
Date: Thu, 10 Sep 1998 12:05:39 -0700 

From: Scott Robinson <spr@earthlink.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: TVI and 6M in the '50s 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Folks, 


I grew up in the '50s in Santa Barbara, California. There was no 
local channel for a long time, and channel 2, the CBS affiliate, 


was in Los Angeles, some 90 miles of un-level ground distant. 
Even perfectly clean 6M operation posed a pretty difficult 
challenge to a TV front end: 100W next door 10% below the center 
frequency of a 6 MHZ BW listening to microvolts. Result: no way 
could 6M be used in that town. I don't think this can be blamed 
on either poor transmitter design ore really on poor TV set 
design. 


I'll bet there were other samll and medium sized towns in the 
same fix. 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Message-ID: <35F85259.143@erols.com> 

Date: Thu, 10 Sep 1998 15:27:37 -0700 

From: philip mccoy <dgnova@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re 876 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


>From RCA manual: 

UV-876 current regulator 

design current 1.7amps 

mean voltage drop 50 volts 

For use on 115 volt line, the transformer would have a 65 volt 
primary. The 876 is connected between the primary and the 115volt 
line. If you want more info e-mail me. Used in RAK and RAL power 
supplies. Great for heating up your house. 


From: thompson@mindspring.com 

Message-ID: <0Q08b01bddcf£6$23077a00$759a45cf@default> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Halli PS12-150?? 

Date: Thu, 10 Sep 1998 16:03:53 -0400 


Marty ..sounds like the Dc supply for the SR-150 transceiver. Fellow had 
one when I was in College. Typical rig in front, PS in trunk. On 20 we 


worked South America and Europe mobile. 


Dave K4JRB 


Subject: Halli PS12-150?? 


> 


>Just saw my 1st. It's a Hallicrafters / Royer dual 2N174 thing. >Does 12V 


in / 500V 200ma & 250V 100ma out. Looks like it could run a >HT32. But 
mobile??? 

> 

>Certainly not for FPM300 as it had one aboard. 

> 

>Anyone know it's application or have the must-haves for one?? 


Tks, 


Marty 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Thu, 10 Sep 1998 14:19:15 -0700 

Subject: Re: Lafayette 6m converter info 

Message-ID: <19980910.161139. -92255.16.MNHopkins@juno. com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: mnhopkins@juno.com (Michael N Hopkins) 


Clare, 


The Lafayette converter does very well. Dennis, W5FRS, 
Sinned@vnet.ibm.com, uses one all the time. We don't have any 
information on it, though, and if you turn up a manual will send an SASE 
for copy plus copy money. 


73 de ab5L, michael in Dallas, student of Six Meters' Golden Age, 
1957-58, 

and two of its jewels: Tecraft and International Crystal ham products. 
Michael N. Hopkins 

Box 226841 

Dallas, TX 75222 MNHopkins@Juno.com 


You don't need to buy Internet access to use free Internet e-mail. 
Get completely free e-mail from Juno at http://www. juno.com 
Or call Juno at (800) 654-JUNO [654-5866] 


Date: Thu, 10 Sep 1998 16:33:06 -0500 (CDT) 
Message-Id: <199809102133 .QAA10894@sco.theporch. com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Spencer Petri <spetri@e-tex.com> 

Subject: Second Hand TVI Story 


Greetings, 


I worked an 8 lander once and the conversation wandered around to the topic 
of TVI. He said that he once had a very irate neighbor across the street who 
couldn't be reasoned with and was uncooperative. 


One day, while he was away from the house, the neighbor came over and 
started banging on the door. His wife opened the door and the neighbor 
cursed her out, went around the house and cut his coax into pieces with an axe. 


I remember asking him if his wife knew how to shoot a firearm but don't 
remember his answer. 


In those days I ran strictly mobile with a halo which made it hard to pin me 
down as the TVI source. 


GL, 
73 de Pete WA5JCI EM21 "the future will be better tomorrow" 


2 Mtr -- 36 States -- VUCC #346 


Message-Id: <3.0.32.19980910164316 .0074cc80@pop. pipeline. com> 
Date: Thu, 10 Sep 1998 16:43:21 +0000 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Lawrence R. Ware" <lrware@pipeline.com> 

Subject: AWA "Review" article 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I understand the AWA started shipping the latest issue of 
"AWA Review" last week. 
My copy has not arrived yet. :-( 


My article on the history of National's "coil-catacomb" radios 
is in it. The AWA and Alan Douglas provided me with access to 
some very rare National marketing dept. photos. Many are part of 


the article. 


Lots of Nationals not mentioned in Moore's or Osterman's works 
are covered. (Not hard when your xonly*x working on a sub set 
of one manufacturers line.) Complete coverage is a different 
story when your trying to document everybody. 


Additions to the information, corrections to the mistakes, 
comments on the content, etc. are all quite welcome. :-) 


Your even welcome to tell me how full of it I am... :-) 


Additions, corrections, etc. will all be published in a follow up 
piece in the AWA "Bulletin," so now is your chance to make sure I 
get it right the second time around. 


Don't be shy, help me fix the errors, and fill in the blanks. 


-Larry 


# Larry Ware 

# Admirer, Collector, Restorer of National Radio Company 
d# receivers and other artifacts. 

# Orlando, Florida 

d## lrware@pipeline.com 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Thu, 10 Sep 1998 16:30:51 CDT 

Subject: Re: Halli PS12-150?? 

Message-ID: <19980910.164511.3470.2.jackiv@juno.com> 
From: jackiv@juno.com (John M Iverson) 


This is the 12 v dc supply for the SR-150 transciever. very common 
might run a KWM-2?? JACK 
Jack Iverson KOEWU jackiv@juno.com 


On Thu, 10 Sep 1998 09:39:18 -0400 polepeeg@aa4rm.ba-watch.org (Marty's 
Refl. Drop) writes: 

> 

>Just saw my 1st. It's a Hallicrafters / Royer dual 2N174 thing. 

>Does 12V in / 500V 200ma & 250V 100ma out. Looks like it could run a 


>HT32. But mobile??? 


> 

>Certainly not for FPM300 as it had one aboard. 

> 

>Anyone know it's application or have the must-haves for one?? 
> 

> Tks, 

> 

> Marty 

> 

> 
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Message-ID: <35F84FF7.3EB23CBC@roanoke. infi.net> 
Date: Thu, 10 Sep 1998 18:17:27 -0400 

From: "David M. Nance" <dmnance@roanoke.infi.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Any BA members near Wayne, NJ? 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


My boss has bought an SX-101A from a gent in Wayne, NJ. Are there any 
listmembers who live in the vicinity who may be able to help us out with 
picking this unit up and holding it for awhile? My continued employment 
does not depend on working this out... 


I know it's too late to find someone going to the Gaithersburg Hamfest 
this weekend. If I could just get the radio in "friendly hands" until I 
can figure something else out it would be a big help. 


Thanks, 
David WB4SSE 
Roanoke, VA 


dmnance@roanoke. infi.net 


Message-Id: <3.0.1.32.19980910174005 .0068ab58@a.cr1l.com> 
Date: Thu, 10 Sep 1998 17:40:05 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Phil Mills <pmills@a.crl.com> 

Subject: CE-200V manual question 

Mime-Version: 1.0 


Content-Type: text/plain; charset="us-ascii" 


I just received my manual copy from one of the professional 
manual suppliers. It does not have any kind of info on the 
various voltages on the tubes. Can anyone tell me if the 
original manual included this info? 


thanks & 73, 
Phil 


Phil Mills AB5TH 
pmills@a.crl.com 
Friendswood, TX 


Message-Id: <199809102339.QAA11877@mail-gw2.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Nice talk 

Date: Thu, 10 Sep 1998 16:40:37 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Hi Steve; 


> This gallingly persistant and seemly controversial (off)topic has 
> become a chronic source of aggrevation with me ........... 


I can't let this go by without comment. I think you'd agree that 
xperceptionx IS xrealityx. And in a culture of hobbiests xsciencex is 
pretty far down the totem pole and only plays a roll where the 
understanding of the technical nature of things plays a crucial roll in 
furthering the enjoyment of the hobby. There's no such thing as a hobby 
(or profession) entirely free of blarney. Some of you, I'm sure, have 
wondered why your car runs better after it has had a bath and waxing. 
Attitude influences perception and those who try to adjust others' 
attitudes will undoubtably meet some resistance, that's been my experience. 


It is noble of you to defend the audio(*)'s knowing that they too are part 
of their hobby and share their hobbies cultural excesses to some degree as 
we BA'ers also do. However, there is one troubling element that runs 
through these debates and that, I believe, is the often expressed fear that 
speculators, having been observed to drive prices beyond the reach of most 
of us and producing scarcities of some components and tubes will eventually 
exact their toll on us BA folks. I don't know whether this is prophecy or 
paranoia but it has a spooky ring to it. When one encounters the 


outlandish hyperbolic nature of today's audio colloquialisms (as in "high 
resolution") the obvious reaction is to want to avoid being labelled as the 
next sucker. Suspicious thoughts enter our minds when we find ourselves in 
competition with tube scavengers at the flea/swap who are trying to fill 
the demand for "original RCA black plate" 6L6GC's. The resentment, I fear, 
is genuine. 


But, as I've said before, and will say again, these kind of mercenary 
expressions are far too damaging too our hobby and shouldn't be encouraged, 
lest Civil War break out. I prefer the technical and practical (sharing 
and trading of rigs and parts) aspects of this hobby but I can't get too 
exercised over some silly jokes which deem no more than some retaliatory 
humor in turn. Just let's not get carried away with it. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-Id: <3.0.3.32.19980910193933 .0069acbc@mindspring. com> 
Date: Thu, 10 Sep 1998 19:39:33 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@mindspring.com> 

Subject: Local ham club needs vintage rig help 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Boatpeople, 


I got the following request from a member of the NCSU ham station. Take 

a peek at their website where the picture in question (as well as the rig) 
is shown. I'm sure they'd appreciate any and all help finding information 
on building a replica of their original transmitter. 


http: //www2.ncsu.edu/ncsu/stud_orgs/w4atc/ 
Message follows: 


"Hello, I was wondering if you had a copy of plans for a tnt push/pull 
xmitter that I could get 

my hands on. I ama member of the University radio club and our qsl has 
shows the station 

as it appeared in the thirties. We are discussing building a replica of 
the rig for use on 

SKN and other special events, so I am trying to collect a few schematics 
for TNT Xmitters 

to use in the project. Even if you only have a rough schematic that 
would be appreciated. 


Thanks, 


Gray KE4QIU" 


His address is: 
<mganthon@unity.ncsu.edu> 


Best 
/John 
WB50AU/4 


Message-Id: <199809102344.SAA12056@sco.theporch. com> 
Date: Thu, 10 Sep 1998 19:46:37 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Glenn Finerman <glennfin@mjet.com> 

Subject: Collins Receiver FS 

Cc: baswaplist@foothill.net 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


For Sale 


S-Line receiver, Collins 75S-1. Electrically and cosmetically 
in excellent condition. With manual copy 
$325 INCLUDING shipping. 


(J-peg photo's available via E-mail to interested parties) 


ee Glenn Finerman K2KL 


glennfin@mjet.com 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Thu, 10 Sep 1998 19:57:32 CDT 

Subject: Re: Nice talk 

Message-ID: <19980910.195733.10014.0.jackiv@juno.com> 
From: jackiv@juno.com (John M Iverson) 


Arden, I must say---- Thank you---- Jack 
Jack Iverson KOEWU jackiv@juno.com 


On Thu, 10 Sep 1998 16:40:37 -0700 "Arden Allen" <gumbear@pacbell.net> 


writes: 

>Hi Steve; 

> 

>> This gallingly persistant and seemly controversial (off)topic has 
>> become a chronic source of aggrevation with me ........... 

> 

>I can't let this go by without comment. I think you'd agree that 
>xperceptionx IS xrealityx. And in a culture of hobbiests xsciencex is 
>pretty far down the totem pole and only plays a roll where the 
>understanding of the technical nature of things plays a crucial roll 
>in 

>furthering the enjoyment of the hobby. There's no such thing as a 
>hobby 

>(or profession) entirely free of blarney. Some of you, I'm sure, have 
>wondered why your car runs better after it has had a bath and waxing. 
>Attitude influences perception and those who try to adjust others' 
>attitudes will undoubtably meet some resistance, that's been my 
>experience. 

> 

>It is noble of you to defend the audio(*)'s knowing that they too are 
>part 

>of their hobby and share their hobbies cultural excesses to some 
>degree as 

>we BA'ers also do. However, there is one troubling element that runs 
>through these debates and that, I believe, is the often expressed fear 
>that 

>speculators, having been observed to drive prices beyond the reach of 
>most 

>of us and producing scarcities of some components and tubes will 
>eventually 

>exact their toll on us BA folks. I don't know whether this is 
>prophecy or 

>paranoia but it has a spooky ring to it. When one encounters the 
>outlandish hyperbolic nature of today's audio colloquialisms (as in 
>"high 

>resolution") the obvious reaction is to want to avoid being labelled 
>as the 

>next sucker. Suspicious thoughts enter our minds when we find 
>ourselves in 

>competition with tube scavengers at the flea/swap who are trying to 
>fill 

>the demand for "original RCA black plate" 6L6GC's. The resentment, I 
>fear, 

>is genuine. 

> 

>But, as I've said before, and will say again, these kind of mercenary 
>expressions are far too damaging too our hobby and shouldn't be 
>encouraged, 


>lest Civil War break out. I prefer the technical and practical 
>(sharing 

>and trading of rigs and parts) aspects of this hobby but I can't get 
>too 

>exercised over some silly jokes which deem no more than some 
>retaliatory 

>humor in turn. Just let's not get carried away with it. 

> 

>Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


You don't need to buy Internet access to use free Internet e-mail. 
Get completely free e-mail from Juno at http://www. juno.com 
Or call Juno at (800) 654-JUNO [654-5866] 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 8 Sep 1998 06:49:54 -0500 

Subject: SP600 Manuals 

Message-ID: <19980908.071119.3926.1.dougsterr@juno. com> 
From: dougsterr@juno.com (Douglas A Knoll) 


I have recently acquired an SP600-JX-26 (R274C/FRR, order no. 
3376-Phila-52). I 

have no documentation for it. I have no operators manual, or service 
manual. 

There are so many designations for this receiver. I don't know which I 
need. What 

is the least that I should have? I have not taken a peek inside yet (nor 
fired it up). 

I expect I will have to recap the radio and go through a complete 
alignment. 


Has anyone tried the modifications that were in ER in '91? 
Please respond to my address not the list. 

Doug Knoll 

dougsterr@juno.com 
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To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 8 Sep 1998 07:11:17 -0500 

Subject: OSA Monitoring Oscilloscope 

Message-ID: <19980908.071119.3926.2.dougsterr@juno.com> 
From: dougsterr@juno.com (Douglas A Knoll) 


I have a OSA monitoring scope built for the Navy by Federal Telephone 
and Radio Corporation. With it is an Instruction Book in nice condition 
and a correction to the book. The scope is used "as a visual indicator 
in tuning and adjusting radio receivers employed in receiving frequency 
shift radio teletype signals". The case and front panel are in good 
shape, 

maybe just a bit dirty. The CRT however has three burnout spots. But 
vert. 

and horiz. position as well as focus all work. I have no means of 
testing 

with teletype however. It does not take up much space, but if I could 
get a 

bit more than shipping for it, I would part with it. 


Doug Knoll 
dougsterr@juno.com 
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Message-ID: <35F8A987.2DEB@ix.netcom.com> 

Date: Thu, 10 Sep 1998 23:39:35 -0500 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: rec.radio.amateur.boatanchors@ix.netcom.com 
Subject: NEW SHARP 85 KC IF CANS FS. 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Found a box with 50 ARC-5 85 KC IF transformers in it. 
Great for building those narrowband projects. 

I'll send the whole box to 

someone for $25 plus shipping. 

If no takers I'll part them out. 


73 DE Dave Stinson AB5S 


arc5@ix.netcom.com 


End o£ BOATANCHORS Digest 2211 
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